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B PN16 flangh, pik dokim govde
Strok 20 mm

UC YOLLU PN 16 KONTROL VANALARI, ONTROL

Yay baskil tefion samastra

ND15 (%) Kv4.0 VGF2-18-15 273
ND20 (3%4") Kv8.3 VGF2-1820  284-
ND25 (1") Kv 10 VGF2-18-25 306,
ND32 (1%") Kv 18 VGF2-18-32 339
ND40 (1%") Kv 25 VGF2-1840 403,
NDS0 (2") Kv40 VGF2-18-50 487
NDS5 (2%4") Kv 83 VGF2-1885 516
NDS0 (3") Kv 100 VGF2-18-80  624;-

Glob tipi kentrol vanalan

=5t yuzdesel kentrol egnsi
PN16 fiangls, pik cokim govde

Strok 20 mm

Pasianmaz ¢elik mi ve kKiape
Szdimaziik < %:0.05 kvs (A-A3)
Yay baskil: tefon samastra

ND15 (%) Kv4.0 VGF2-18-15 294
ND20 (34") Kv8.3 VGF2-18-20 306,
ND25 (1") Kv 10 VGF2-18-25 315
ND32 (1%") Kv 18 VGF2-18-32  393-
ND40 (1%") Kv 25 VGF2-1840 458,
ND50 (2') Kv 40 VGF2-18-50  526,-
NDS5 (2%4") Kv 83 VGF2-18-85 633
NDS0 (2) Kv 100 VGF2-16-80 741,

Strok 38 mm

ND100 (4") Kv 180

ND125 (5%) Kv 250
ND1£0 (6") Kv 380

VGF3-16-100 1.131,-

VGF3-16-125  1.540,-
VGF3-16-150 2.047,-

NV SERIS| VANA MOTORLARI, BELIMO
Kolay montaj
Hassas konumiand:ma
Degisik vana Uretcien ign ara parcalar
Strok 20 mm, mil kuvveti 800 N

Yuzer kontrol, 24 VAC

Yuzer kontrol, 220 VAC
Cransal kontrol (2-10 VDC veya MP Bus)

Strok 20 mm, mil kuvveti 1600 N
Cransal kontrol (2-10 VDC veya MP Bus) 1600 N

Strok 20 mm, mil kuvveti 800 N, yay geri donuglu
Cransal kont. (2-10 VDC) enerjisizken mil yukarida
Cransal kont. (2-10 VDC) enerjisizken mil asagida

VGF vanalar igin baglant: takimi (ND80 vanaya kadar)

2 yollu vana adaptor takim
3 yollu vana adaptor takim

800 N ve 1800 N secenskier
E'e kumanda imkan:

NV243  482-
NV230-3  534-
NV 24-MFT 600,

NVG 24-MFT2 829,-

NVF 24-MFT 730,
NVF 24-MFT-E ~ 730,-

NV-VGF2 35
NVVGF2  35-
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Strok 38 mm, mil kuvveti 2000 N

Yuzer kontrol, 24 VAC
YUzer kontrol, 220 VAC
Cransal kontrol (2-10 VDC veya M™ Bus) 2000 N

VGF vanalar igin baglant: takimi (ND100 ve ustu)
3 yollu vana adaptor takimi

MVS SERIS| VANA MOTORLARI, ONTROL

AV 24-3
AV 230-3
AV 24-MFT2

AV-VGF3

1.144-
1.176-
1.332-

35,-

Kolay monta), strok ayar gerskiirmez

H3ssas kenumlandima

VGF vana'ara uyumiu

Yuzer konirol, cransal, yay gen donusiu modsiller

Strok 20 mm, mil kuvveti 1600 N

Yuzer kontrol, 24VAC
YUzer kontrol, 220VAC
Cransal kontrol (2-10 VDC)

Strok 38 mm, mil kuvveti 1600 N

Yuzer kontrol, 28VAC

Yuzer kontrol, 220VAC

Cransal kontrol (2-10 VDC)

Strok 20 mm, mil kuvveti 600 N, yay geri donuglu
Yuzer kontrol, 24VAC, enerjisizken mil yukarida
YUzer kontrol, 24VAC, enerjisizken mil asagida
Cransal kont. (2-10 VDC) enerjisizken mil yukarida
Cransal kont. (2-10 VOC), enerjisizken mil asadida
Strok 38 mm, mil kuvveti 600 N, yay geri donuslu
Yuzer kontrol, 24VAC, enerjisizken mil yukarida
Cransal kont. (2-10 VDC) enerjisizken mil yukarida

MVG SERISI GUCLU ANA MOTORLARI, ONTROL

MVE-20NF-24
MVS-20-NF-220
MVS-20NP-24

MVS-38NF-24

MVS-28-NF-220
MVS-28NP-24

MVE-20YF-24
MVE-20AF-24
MVS-20YP-24
MVS-20AP-24

MVE-38YF-24
MVS-38YP-24

764,-
793,-
1.087 -

1.218-
1.218-
1.398 -
1.398 -

1.278 -
1.457 -

Kolay montaj, strok ayar gerektirmez

~assas konumlanaima

VGF vana'ara uyumiu

Yuzer konirol, cransal, yay gen donusiu modelller

Strok 20 mm, mil kuvveti 12500 N
Yuzer kontrol, 24VAC

YUzer kontrol, 220VAC

Cransal kontrol (2-10 VDC)

Strok 38 mm, mil kuvveti 6200 N

Yuzer kontrol, 24VAC
Yuzer kontrol, 220VAC
Cransal kontrol (2-10 VDC)

Strok 20 mm, mil kuvveti 4500 N, yay gen donuslu

Yizer kontrol, 24VAC, yay geri déniiski

MVG-20NF-24
MVG-20NF-220
MVG-20NP-24

MVG-3ENF-24
MVG-38NF-220
MVG-28NP-24

MVG-20YF-24

3.866,-
3.866,-
3.866,-

3.962,-
3.962,-
4.231.-

4.365,-
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